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Satex HL
Hydraulic Lime

Satex HL is used after being combined
with the suitable amount of stucco or wall
repair mortar sand and water. The mortar
substance that is prepared fresh can be
worked with, within 2 - 3 hours depending
on the surrounding temperature.

Satex HL and plaster, in other words
anhydride binders should never be used
together as binding material. Satex HL
should not be mixed in with mortars that
have already hardened.

Working instructions

Satex HL is delivered in 15 kg bag.
Can be stored dry in original sealed
packing wood pallet for 12 months.

Delivery and storage

Satex HL is used as a binding hydraulic
lime in historical building restorations,
mortar repair and in historical restoration
repair mortars that are similiar to
traditional mortar.

Satex HL is a structural lime that hardens
hydraulically with an adherence that is
suitable to DIN 1060-1 and DIN V ENV
459-1. It contains very high quality thin
stone powder, white lime hydrates and a
hydraulic binding material. It is a structural
lime with binding material features that are
suitable for making DIN 18550 compatible
stucco and DIN 1053 compatible wall
repair mortars. Stucco or wall repair
mortars containing Satex HL as a binding
material are used especially in places
where not very high but optimum level
pressure resistance is needed.

Properties

Area of applications

Product Data

Notes
This data sheet is based on comprehensive
experiences, intends to inform to the
best knowlodge, is not legally binding and
does not constitute a contractual legal
relationship or a side obligation from the
purchase agreement. We guarantee for
the quality of our product under our terms
and conditions of sale and purchase. In to
reduce the risk of error, limiting information
is also stated. We reserve the right to make
changes representing technical progress.
This data sheet supersedes all earlier
technical data on this product.

Base high quality puzzolonic
fillers, white lime hydrate
and hydraulic binders

Colour off white

Consistency powder

Density 0.9 kg/dm3

Working between +5°C and +35°C
temperature
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